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Le specifiche tecniche riportate in questo documento rappresentano lo stato dell’arte al momento della pubblicazione. Ci riserviamo il diritto di apportare modifiche alle specifiche tecniche ed ai materiali. 

The specifications given in this document represent the state of engineering at the time of publishing. We reserve the right to make modifications to the specifications and materials. 

 

I termometri a dilatazione, vengono usati in tutte le applicazioni industriali ed idrauliche, ideali per fluidi non corrosivi. 

Disponibili nei diametri: Ø 80mm, Ø 100mm, Ø 150mm 

Attacco: Ottone OT58 ½” G 

Classe: ±1% V.F.S. 

Conformi: UNI EN 13190 

Elemento sensibile temperatura: Gas inerte 

Fluido di processo: non superare il 75% del valore di fondo scala e/o del calore estremo della scala per temperature inferiori a 0°C 

Gambo: Ottone OT58 

Pozzetto: Ottone / Rame 

Temperatura ambiente: -20°C +60°C 

Trasparente: Vetro 

  

Expansion thermometers are used in all industrial and hydraulic applications, ideal for non – corrosive fluids. 

Available in diameters: Ø80mm, Ø100mm, Ø150mm 

Attacks: Brass OT58 ½”gas 

Class: ±1% V.F.S. 

Conform to: UNI EN 13190 

Sensing element temperature: Inert gas 

Process fluid: not exceed 75% of full scale and / or the extreme heat of the scale for temperature below 0°C 

Stem: Brass OT58 

Cockpit: Brass / Copper 

Ambient temperature: -20°C +60°C 

Transparent: Glass 
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